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TOTAL CASH SYSTEMS CO., LTD.

OS Windows 10 Pro / Windows 10 IOT / Linux 

CPU & RAM
Celeron® J4125 4M Cache, 2.00/2.70GHz, DDR4 4GB as standard
Celeron® J6412/i3-5005U/i3-5300U as option ; DDR4 8GB as option

Storage SSD 128GB as standard, 256GB as option

Printer
3“  80mm Seiko Thermal Printer with Auto cutter Speed: 200mm/sec, Paper Size: 80x70mm diameter
Optional Model: SGT-140W without printer is available.

Main Display 14“  IPS TFT LCD with Capacitive Touch (WXGA resolution 1920 x 1080) , Brightness: 250cd/m²

In/Out Ports USB3.0 x 2, USB2.00 x 3, COM x 1, LAN RJ45 (10/100/1000Mbps) x 1, VGA x 1, Audio input/out , Drawer Jack RJ11                  

Environment Operating temperature and humidity : -20℃ - 50℃,  Storage temperature and humidity : -30℃ - 70℃

Power Supply Input: AC100-240V～50/60Hz 2.5A,  Output: DC12V 7.0A: 84.0W 

Dimension/Weight 335(W) x 238 (D) x 339(H) mm / Net Weight:  4.15kg, Model SGT-140W without Printer: Net Weight: 3.15kg

Option
7” IPS Display, 10.1” IPS Display, 2 x 20 VFD Customer Display , Wi-Fi and Bluetooth, 2D Barcode Scanner, 
Speaker, Dallas keylock

Stylish 14”Capacitive Touch IPS Screen Powerful  
Performance Intel J4125/J6412 with Seiko Thermal Printer 

SGT-140PW & SGT-140W  Specifications

True All-in-one Touch POS  SGT-140PW
with 80mm Seiko Thermal Printer 

7” IPS Display

10.1” IPS Display

2 x 20 VFD 

Dallas keylock
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